EQ35N FEATURES

- New ‘EasySee LED’ on magnet for precision cutter alignment
- Integral Arbor for Accuracy and Power
- Reversible Handles
- Liftshield Equipped
- Quick Hitch Arbor for Tool Less Cutter Changing

DRILL CAPACITY

<table>
<thead>
<tr>
<th>DIAMETER</th>
<th>1 3/8&quot; x 2&quot;</th>
</tr>
</thead>
<tbody>
<tr>
<td>1/2&quot;</td>
<td></td>
</tr>
</tbody>
</table>

TECHNICAL SPECIFICATIONS

<table>
<thead>
<tr>
<th>Feature</th>
<th>Specification</th>
</tr>
</thead>
<tbody>
<tr>
<td>Motor Type</td>
<td>Eibenstock UNI-I</td>
</tr>
<tr>
<td>Horse Power</td>
<td>1.3HP</td>
</tr>
<tr>
<td>Watts/Amps</td>
<td>1000W/9AMPS</td>
</tr>
<tr>
<td>Motor Speed (RPM)</td>
<td>n450rpm</td>
</tr>
<tr>
<td>Capacity-Annular Cutters (in)</td>
<td>1 3/8&quot;/35mm</td>
</tr>
<tr>
<td>Capacity-Twist Drills (in)</td>
<td>1/2&quot;/13mm</td>
</tr>
<tr>
<td>Height (down position)</td>
<td>13 3/4&quot;/355mm</td>
</tr>
<tr>
<td>Stroke</td>
<td>6&quot;</td>
</tr>
<tr>
<td>Magnet Dimensions (WxHxL)</td>
<td>3 1/8&quot; x 2&quot; x 6 1/4&quot;</td>
</tr>
<tr>
<td>Magnet Push Off Test</td>
<td>1199lbs /544kgs Minimum</td>
</tr>
<tr>
<td>Weight</td>
<td>25.9lbs /11.75kgs</td>
</tr>
<tr>
<td>Arbor Type</td>
<td>Integrated Quick-Hitch, accepts all 1/4&quot; shank cutters with at least one flat</td>
</tr>
</tbody>
</table>

ACCESSORIES (sold separately)

- 3-Jaw Chuck, P-CHUC05

What's in the Box?
Drilling Guide, Warranty Card, Handles, Coolant Bottle (w/eco-friendly coolant and hose), coolant bottle assembly, safety strap, Drill and carrying case